STATIC AfflC VENTILATORS
VX25SERIES

INSTALLATION
INSTRUCTIONS
PLEASE READ AND SAVE THESE INSTRUCTIONS
Use this unit only in the manner intended by the manufacturer.
If you have any questions, please contact the manufacturer.
When cutting or drilling into a wall or ceiling do not damage
electrical wiring or other hidden utilities.

Tamarack Technologies Inc. 20 Patterson Brook Rd. Suite 7 West Wareham MA 02576
PHONE 800-222-5932
FAX 774-678-4436 M-F 8-5 Eastern Time • E-MAIL:info@tamtech.com
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VX25 SERIES STATIC ATTIC VENTILATORS

INSTALLATION INSTRUCTIONS

The Vx:2.5 Series Static Ventilator provides 144 square inches of Net Free Area, which will
ventilate a 500 sq ft attic. For larger attics, use two or more ventilators. Attic ventilators
operate most efficien�y when air intakes are located around the eaves. At least 600 square
inches of air intake ventilation is required per unit.
INSTALLATION IN NEW CONSTRUCTION
l.

Position unit on the roof about 8" down from ridgeline. If using only one unit, position
the unit in the center of the roof (between the ends of the house). For two or more
units, space evenly. Be sure that the ventilator(s) are located between the roof rafters.
The "low profile" housing should be visible on only one side of the roof (Figure 1).
2. Drill a hole to mark the center of the unit(s).
3. Using the drilled hole as a centerpoint, draw a circle that is 14 7/8" in diameter. Cut a
hole through the roof decking on this circle.
4. Mount the unit in the circular hole and secure the flange into place with galvanized
roofing nails using the nailing pattern in Figure 2.
5 Install roofing fe� and shingles. Leave the bottom part of the flange exposed as shown
in Figure 3.
INSTALLATION IN EXISTING CONSTRUCTION

l . Position unit on top of shingles, as close to the center of the roof (between
the ends of the house) and about 8" down from the ridgeline. The "low profile"
housing should be visible on only one side of the roof (Figure 1). Measure the
distance from the ridgeline to the center of the unit (this measurement will be
used in step 2).
2. From the attic side of the roof, place a mark on the roof that is a) the same distance
from the ridgeline to the center of the unit established in Step l and b) located halfway
between two roof rafters. Drill a hole on this mark, drilling from the attic through the
roof. This hole will be used as a "center'' for the following steps.
3. Draw a reference square25 3/8" x25 3/8" on the roof using the drilled hole as a center.
4. Within the reference square draw a circle with a 17 3/8" diameter. Remove shingles,
nails and felt from this circle.
5. Draw another circle that is 14 7/811 in diameter, using the same centerpoint that you
used to draw the larger circle in Step 4. Cut a hole through the roof decking on this
smaller circle.
6. With the unit parallel to the ridgeline, slide the top flange of the unit up under the
shingles (some roofing nails may need to be removed). Position the unit on the
reference square. With the unit so located, apply a generous amount of roofing
compound between the flange and the shingles, approximately l" in from the
perimeter of the flange. Secure the flange to the roof using galvanized roofing nails
following the nailing pattern in Figure 2. Nail through the shingles and flange to the
roof decking. Apply a small amount of roof cement over nails.
7. Check the installation for any water leakage by pouring water on the roof (or by using a
garden hose) around the flange. DO NOT POUR/SPRAY WATER DIRECTLY INTO
THE VENTllATOR OPENING.
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FIGURE 1: VENTILATOR LOCATION

The ventilator should be
located in the center of
the roof (between the two
ends of the house) and
about 8" down from the
ridgeline. The ventilator
should be visible from
one side of the roof only.
FIGURE 2: NAILING PATIERN

Use the nailing pattern at
right for greatest stability.

FIGURE 3: FINISHED INSTALLATION

The bottom part of the flange
is left exposed. For extra
protedion, apply a thin bead
of caulking around the
bottom of the flange.
(For installations in existing
construdion, pidure at right
will show nails driven through
shingles. Apply a small
amount of roof cement over
nails.)
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VENTAMATIC LIMITED WARRANTY
This warranty is underwritten by Falco Insurance Company and is extended to the
original retail purchaser of this model or, if this unit is purchased and requires
installation by a building contractor, to the original owner of the home. No subsequent
purchaser of the unit or of a home in which it is installed is entitled to any of the
benefits of this warranty.
This product is warranted against defects in materials and workmanship for a period
of two (2) years from the date of original retail purchase. No other parts or
components are warranted. There is no warranty for defects caused by abuse, faulty
installation, or the like.
Repairs or replacement parts supplied under this warranty are warranted only for the
period of this warranty; that is, two (2) years from the date of the original retail
purchase of the unit.
In the event of a defect or malfunction, we will replace or repair the defective part or
component only and return the new or repaired part to you freight prepaid.
You must bear all other expenses incurred in obtaining repairs, including labor
required for field repair or replacement, and the cost of shipping the defective part to
us. You must also bear the cost of repair to or replacement of any part or component
and the shipping charges incurred for the repair or replacement and return to you of
any part or component not covered by this warranty, including parts or components
damaged by you.
The company reserves the right to demand and receive written evidence of the date of
purchase before undertaking its obligations under this warranty. The right to demand
and receive written evidence of date of purchase extends to all licensed dealers of
Ventamatic, Ltd. products.
You should, therefore, retain your sales slip and attach a copy of it to the warranty
claim.
To start a warranty claim you must:
Contact Ventamatic, Ltd.
An RGA (Returned Goods Authorization) form is required for returns to the factory to
ensure your return can be processed efficiently and quickly. Please contact
Ventamatic, Ltd. toll-free at 800-433-1626 or via web at www.MYMAXXAIR.com to
obtain an RGA and follow the instructions given.
There is no informal dispute settling mechanism available in the event of a
controversy involving this warranty.
Any and all implied warranties which may exist terminate upon the expiration of this
warranty two (2) years from the date of the original retail purchase. Some states do
not allow limitations on how long an implied warranty lasts, so this limitation may not
apply to you.
Ventamatic, Ltd. is not liable to you for incidental or consequential damages arising
out of defect or malfunction of a unit or its installation or out of any alleged breach of
this warranty. Some states do not allow the exclusion or limitation of incidental or
consequential damages, so this limitation may not apply to you.
This warranty gives you specific legal rights and you may also have other rights
which may vary from state to state.
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